
WASTE & RECYCLING CONTAINER CORRAL

DESIGN SPECIFICATIONS

CORRAL

MINIMUM 2 FEET

MINIMUM

10 FEET

BUMPER GUARDS

CORRAL

GATE

CORRAL

GATE

PLACE CORRAL 

POSTS OUTSIDE 

OF WALL

REINFORCED CONCRETE SLAB

(12 FT WIDE, 6 IN DEEP, 10 FT LONG IS 

RECOMMENDED, BUT NOT REQUIRED)

STRAIGHTAWAY 

APPROACH 

MINIMUM 45 FEET

OVERHEAD 

CLEARANCE 

MINIMUM 24 FEET 

AT CONTAINER 

SERVICE POINT

MINIMUM 14 FEET 

ON TRUCK 

TRAVEL PATH

ARMS

FRONT OF

TRUCK

CORRAL WIDTH

12 FEET MINIMUM OPENING FOR A SINGLE

18 FEET MINIMUM OPENING FOR MULTIPLE 

CORRAL HEIGHT

6 FEET MINIMUM (2, 4, OR 6 YARDERS)

7 FEET MINIMUM (8 YARDERS)

CORRAL GATES

MUST SWING COMPLETELY OPEN AND HAVE 8” 

OF GROUND CLEARANCE WITH MECHANISM TO 

KEEP GATES OPEN

CLEARANCE

14 FEET MINIMUM TRUCK TRAVEL PATH

24 FEET MINIMUM OVERHEAD AT CORRAL

BUMPER GUARDS

4 INCH METAL POLES PL ACED IN AND 

FILLED WITH CONCRETE TO PROTECT 

BACK OF CORRAL

NOTE

SPECIFICATIONS ARE A MINIMUM 

REQUIREMENT TO PROVIDE SERVICE

CORRAL DEPTH

10 FEET ALL CONTAINER SIZES

APPROACH

45 FEET STRAIGHTAWAY APPROACH
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